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March 28, 1995 REC'D.
Ms. Ramona J. Klein APR 10]995
U.S. EPA, Region IV .

345 Courtland Street, N.E. WPB-5AS

Atlanta, Georgia 30365
Re: Site Inspection Prioritization, Dayton Walther Corporation
Dear Ms. Klein:

Attached is the Site Inspection Prioritization Report for Dayton
Walther Corporation of Carroll County, Kentucky (KYD059564385).
The Florence Field Office of this department inspects this facility
under the RCRA and KPDES programs. The site was first investigated
in 1985 in response to the discovery of 1,1,1-trichloroethylene in
groundwater from wells on adjacent property belonging to Dow
Corning Corporation, who did not use 1,1,1-trichloroethylene.
Dayton Walther once used it as a degreaser in their operations, and
had a leak in a collection sump which was repaired. Dow Corning
subsequently discovered that an old landfill on their property,
active in the 1960’s, was the probable source of the contamination.

Recent surface soil contamination resulting from spills around two
sumps and where a rail tank car was used to store waste has been
excavated and disposed of off site. Tanker trucks are now used to
store and haul liquid waste from the plant. The facility is a RCRA
Full Quantity Generator and is in compliance with that program.
Contaminated soil discovered during the spill cleanup is the result
of historic operations. Full characterization is underway at this
time, and a report of the findings is due by the first of May.

We do not feel that further action under CERCLA is warranted,
although a site score cannot be determined until the latest
findings are evaluated. Any necessary remedial action will be
handled under state authority.

Sincerely,

e zﬁ

efffey W. /Pratt, .E.
anager, perfund Branch

Printed on Recycled Paper
@ An Equal Opportunity Employer M/F/D
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SITE INSPECTION PRIORITIZATION

DAYTON WALTHER CORPORATION
CARROLL COUNTY, KENTUCKY
KYD059564385

INTRODUCTION

The Superfund Branch of the Kentucky Division of Waste Management
has performed this Site Inspection Prioritization (SIP) under the
terms of a cooperative agreement with the United States
Environmental Protection Agency and the authority of the
Comprehensive Environmental Response, Compensation and Liability
Act of 1980 (CERCLA) and the Superfund Amendments and
Reauthorization Act of 1986 (SARA). This SIP will update the Site
Investigation conducted by NUS Corporation in 1989 using RCRA and
CERCLA file material and information obtained on a site visit of
December 6, 1994. The appropriate future course of action will be
determined based on this information.

SITE DESCRIPTION AND HISTORY

Dayton Walther Corporation is 1located 4 miles northeast of
Carrollton, Kentucky at 7964 Kentucky Drive, which is U.S. 42. Its
46 acres are bounded on the north by cropland and the OChioc River,
on the east by cropland, on the south by foothills and on the west
by the Dow Corning Corporation. The site is on a relatively flat
alluvial plain and drains to the south into McCools Creek which
then flows north to the Ohio River. Geographic coordinates are
38°42'30" North latitude, 85°26'30" West longitude (ref. 1).

The Dayton Walther Corporation of Dayton, Ohio owns this Facility.
Brake drums and other automotive parts are manufactured in two
separate operations at the site. First, Carrollton Castings
produces cast parts by melting scrap iron and molding it in foundry
sand. The castings are then taken to the machining plant next door
where they are tooled and finished to create final products for
shipping.

Dayton Walther, Carrollton has been in operation since 1972. Waste
0il was reported spilled from a collection sump on April 12, 1983.
There are two waste o0il sumps on the west side of the machining
building which have automatic, level activated pumps to prevent
overflow. A pump malfunction (failure) caused the overflow. The
sumps contain cutting oil and floor washings, which in the early
years of operation contained solvents used for degreasing of
machinery. These solvents included 1,1,1-trichloroethane (TCA) and
tetrachloroethylene (PCE). Dow Corning has a silicone plant
adjacent to the west of Dayton Walther with groundwater withdrawal
and monitoring wells. 1In May of 1985, traces of TCA were detected
in samples from one of these wells. Since Dow Corning did not use
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TCA, it was suspected that Dayton Walther was the source.
According to personnel at the time, however, there had never been
a leak in either sump and it was subsequently determined that an
old landfill at Dow Corning, active in the 1960’s, was the probable
source of the contamination. In March and again in April of 1994
there were spills when the tank car into which the sumps were
pumped overflowed. The practice at the time was to use the tank
car for storage and when it was full it was pumped off into tank
trucks for disposal off site. As a result of these spills, that
practice has been changed to eliminate the rail car. The sumps are
now pumped directly to tank trucks and shipped as necessary to
prevent overflow. Apparently this has reduced risk of spillage.
Contaminated soil from around the sumps and from the overflows has
been removed from the site and properly disposed of. Dayton
Walther now uses a non-hazardous, biodegradable degreaser (ref. 2).
Dayton Walther has not been able to clean up the impacted soils to
background levels and is in the process of characterizing the
extent of contamination from the known spills and from historic
operations. The site has been in use since 1967 and ongoing minor
spills of similar wastes have accumulated in the area. They have
retained a consultant and should have a remediation plan in the
near future (ref. 3).

GROUNDWATER PATHWAY

This site is located in the Ohio River valley, a steep-sided , U-
shaped trough formed during the Pleistocene Age when glacial melts
eroded the limestone bedrock. Deposition of two layers of alluvium
then filled the trough to a thickness of 180 feet. The lower
strata is boulders and gravel topped with coarse sand. Above this
is a layer of silt, clayey silt and fine sand, with lenses of
gravel and coarse sand. Silurian, Devonian and Mississippian
limestones and shales form the bedrock.

The alluvial aquifer is used for water in the Ohio River valley.
It is 150 feet thick and flows northward to the river, except
during periods of high water, when flow is reversed. Depth to the
water table is about 50 feet in the area of the Dayton Walther
plant. The Silurian Limestone underlying the alluvial aquifer has
highly mineralized water and is not used due to the abundant supply
at shallower depths. The two aquifers are hydrologically
connected. The aquifer of concern is the alluvial aquifer, which
receives recharge from the Ohio River, the Silurian Limestone and
from precipitation. The average annual precipitation in the area
is 41.5 inches, of which 6.5 inches percolates into the soil. The
2-year, 24 hour rainfall for Carroll County is 3.1 inches (ref.4).

The soil at this site is classified as the Wheeling series which
consists of deep, well-drained, nearly level and strongly sloping
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soils on stream terraces along the Ohio River. These soils formed
in alluvium of mixed origin. They are underlain by sand and gravel
at a depth of 3 to 5 feet. The root zone is deep, permeability is
moderate and runoff is slow to medium. Available moisture capacity
is high and organic matter content is low (ref. S5).

The principal groundwater user in the area is Dow Corning. They
have 13 wells screened in the alluvial aquifer and are permitted to
withdraw up to 15 million gallons per day (ref.6). This tremendous
drawdown must create a cone of depression that alters groundwater
flow under the Dayton Walther plant. Any contamination migrating
from surface soils at Dayton Walther would be pulled into the well
field at Dow corning. The 260 employees at Dow Corning are ground
water targets, but as this water is monitored and municipal water
is available the risk to their health is minimal.

SURFACE WATER PATHWAY

Surface water from the site flows east from the southern end of the
property and enters McCools Creek 1500 feet from the site boundary.
This creek then flows north 5000 feet to the Ohio River. The 15
mile surface water pathway ends at river mile 554 near the Carroll
County line. There are no surface water intakes within this target
distance. The KPDES discharge from the site is about 22,000
gallons a day. McCools Creek is a slow moving stream and the
discharge of the Ohio River averages 114,500 cubic feet per second
at Markland Dam at river mile 531.5, the closest gauging station to
the site (ref. 7). The Ohio River is used for recreation and both
commercial and recreational fishing. There are three federally
endangered species in the river habitat. One is a tern and two are
mussels.

SOIL EXPOSURE AND AIR PATHWAYS

The site is fenced so only employees are potentially exposed to any
soil contamination on site. Particulate emissions are controlled
by baghouses on the foundry cupola. According to 1980 census data,
5917 people live within a 4-mile radius of the site. These people
are concentrated in the Town of Ghent, 3 miles northeast of the
site, and part of Carrollton, 4 miles southwest of the site. A few
people live in scattered locations between the towns. There are no
schools or day care centers near the site. No stressed vegetation
was seen during the site visit of December 6, 1994.

CONCLUSION

The Dayton Walther Corporation site was evaluated to assess the
threat to human health and the environment and to determine the
need for additional investigation. From the information gathered
in this study of the site it is recommended that the company be
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allowed to proceed with site characterization and submit a plan for
remediation of contaminated soils and any other contaminants found
on site. Air emissions, surface water discharge and solid waste
disposal are being monitored by relevant State programs.
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BRERETON C. JONES
GOVERNOR

PHILLIP J. SHEPHERD
SECRETARY

COMMONWEALTH OF KENTUCKY
NATURAL RESOURCES AND ENVIRONMENTAL PROTECTION CABINET
DEPARTMENT FOR ENVIRONMENTAL PROTECTION

FRANKFORT OFFICE PARK
14 REiLLY ROAD
FRANKFORT, KENTUCKY 40601

October 12, 1995

Ms. Ramona McConney

USEPA, Region IV

North Superfund Remedial Branch
345 Courtland Street, N.E.
Atlanta, Georgia 30365

Dear Ms. McConney:

I have attached the latest sampling data from the Dayton Walther
Carrolton Machining Center. The site is still being monitored by
the Florence Field Office under the RCRA program. The company
appears to be trying to clean up their site, therefore we do not
believe further action under CERCLA is warranted. If you want to
continue to receive sampling data we will be glad to forward it to
you.

Sincerely,

Bl il

Robert Pugh
Federal Superfund Section

Printed on Recycled Paper
An Equal Opportunity Employer M/F/D
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BRERETON C. JONES
GOVERNOR
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COMMONWEALTH OF KENTUCKY
NATURAL RESOURCES AND ENVIRONMENTAL PROTECTION CABINET
DEPARTMENT FOR ENVIRONMENTAL PROTECTION

FRANKFORT OFFICE PARK
14 ReiLLy RoaD
FRANKFORT, KENTUCKY 40601

December 14, 1995

Ms. Ramona McConney
USEPA Region IV

345 Courtland Street, NE
Atlanta, GA 30365

Dear Ms. McConney:

Enclosed is the Prescore Hazard Ranking System disk for the Dayton
Walther site. We still have not received the report on full site
characterization so the site was scored with the most recent data
available. We will continue to pursue site remediation as a state
lead and report any findings that would impact EPA’s decision
regarding NPL eligibility.

Sincerely,

Robert Pugh
Federal Superfund Section

C: file

Printed on Recycled Paper
An Equal Opportunity Employer M/F/D



PREscore 2.0 - PRESCORE.TCL File 05/11/93 PAGE:
NPL Characteristics Data Collection Form
DAYTON WALTHER CORP - 12/14/95

Record Information

1. Site Name: DAYTON WALTHER CORP
(as entered in CERCLIS)

2. Site CERCLIS Number: KYD059564385
3. Site Reviewer: ROBERT PUGH
4., Date: 11/28/95

5. Site Location: CARROLLTON/CARROLL,KENTUCKY
(City/County, State)

6. Congressional District: 4
7. Site Coordinates: Multiple
Latitude: 38 42’30.0" Longitude: 085 26730.0"

Site Description

1. Setting: Rural
2. Current Owner: Private - Industrial
3. Current Site Status: Active
4. Years of Operation: Active Site , from and to dates: 1967
5. How Initially Identified: State/Local Program
6. Entity Responsible for Waste Generation:
- Manufacturing
- Primary Metal Industries
- Metal Coating
- Fabr. Struc. Metal Prod.
7. Site Activities/Waste Deposition:
- Waste Piles

- Industrial Landfill
- Spill
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9.

10.

11.

12.

13.

14.

15.

PREscore 2.0 - PRESCORE.TCL File 05/11/93 PAGE:
NPL Characteristics Data Collection Form
DAYTON WALTHER CORP - 12/14/95

Waste Description

Wastes Deposited or Detected Onsite:

Inorganic Chemicals
Solvents

Fly and Bottom Ash
Oily Waste

Response Actions

Response/Removal Actions:
- Emergency Waste Removal Has Occurred
- Site Access Has Been Restricted
- Other Removal Action Has Occurred

RCRA Information

For All Active Facilities, RCRA Site Status:

- -Treatment,Storage & Disposal Facility
- =Industrial Landfill

Demographic Information

Workers Present Onsite: Yes
Distance to Nearest Non-Worker Individual: > 10 Feet -~ 1/4 Mile

Residential Population Within 1 Mile: 90.0

Residential Population Within 4 Miles: 5917.0

Water Use Information

Local Drinking Water Supply Source:

- Ground Water (within 4 mile distance limit)
- Surface Water (within 15 mile distance limit)

2



PREscore 2.0 - PRESCORE.TCL File 05/11/93 PAGE:
NPL Characteristics Data Collection Form
DAYTON WALTHER CORP - 12/14/95

16. Total Population Served by Local Drinking Water Supply Source:
17. Drinking Water Supply System Type for Local Drinking
Water Supply Sources:
- Municipal (Services over 25 People)

18. Surface Water Adjacent to/Draining Site:

- Stream
- River

260.0
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PREscore 2.0 - PRESCORE.TCL File 05/11/93 PAGE:
HRS DOCUMENTATION RECORD
DAYTON WALTHER CORP - 12/14/95

Site Name: DAYTON WALTHER CORP:

(as entered in CERCLIS)

Site CERCLIS Number: KYD059564385
Site Reviewer: ROBERT PUGH
Date: 11/28/95

Site Location: CARROLLTON/CARROLL, KENTUCKY
(City/County, State)

Congressional District: 4

Site Coordinates: Multiple

Latitude: 38 42’30.0" Longitude: 085 26’30.0"
Score
Ground Water Migration Pathway Score (Sgw) 15.16
Ssurface Water Migration Pathway Score (Ssw) 1.52
Soil Exposure Pathway Score (Ss) 1.20
Air Migration Pathway Score (Sa) 0.25

| Site Score | 7.64 |

NOTE

EPA uses the terms "facility," "site," and "release"
interchangeably. The term "facility" is broadly defined in CERCLA
to include any area where hazardous substances have "come to be
located" (CERCLA Section 109(9)), and the listing process is not
intended to define or reflect boundaries of such facilities or
releases. Site names, and references to specific parcels or
properties, are provided for general identification purposes only.
Knowledge regarding the extent of sites will be refined as more
information is developed during the RI/FS and even during
implementation of the remedy.



PREscore 2.0 - PRESCORE.TCL File 05/11/93 PAGE: 2
WASTE QUANTITY
DAYTON WALTHER CORP - 12/14/95

1. WASTESTREAM QUANTITY SUMMARY TABLE, SOURCE: Spill

a. Wastestream ID

b. Hazardous Constituent guantity (c) (lbs.) |  o.00
c. Data Completez | o
d. Hazardous Wastestream Quantity (W) (lbs.) | 0.0
e. Data Completez | o
f. Wastestream Quantity Value (W/5,000) | 0.00Ev00



PREscore 2.0 - PRESCORE.TCL File 05/11/93 PAGE: 3
WASTE QUANTITY
DAYTON WALTHER CORP ~ 12/14/95

2. SOURCE HAZARDOUS WASTE QUANTITY FACTOR TABLE

a. Source ID Spill

b. source Type | Contaminated Soil

c. Secondary Source Type | NaA.

a. Source Vol.(yd3/gal)| Source Area (ft2)|  50.00 | 1500.00

e. Source Volume/Area Value | 2.008-02

f. Source Hazardous Constituent Quantity | 0.00E+00
(HCQ) Value (sum of 1b)

g. Data complete? | o

h. Source Hazardous Wastestream Quantity | 0.00E+00
(WSQ) Value (sum of 1f)

i. pata completez | o

k. Source Hazardous Waste Quantity (HWQ) | 2.00E-02

Value (2e, 2f, or 2h)

Source Depth Liquid Concent. Units
Hazardous Substances (feet)

Lead < 2 NO 1.2E+01 ppm
Trichloroethane, 1,1,1- < 2 YES 1.0E-03 ppm

Documentation for Source Type:
Spill was only partially cleaned up and much more contamination was
found than expected, indicating ongoing practices resulting in years
of potential releases to the soil.

Reference: 2



PREscore 2.0 - PRESCORE.TCL File 05/11/93 PAGE:
WASTE QUANTITY
DAYTON WALTHER CORP - 12/14/95
Documentation for Source Hazardous Substances:
Solvent used to clean and finish products.

Reference: 2

Documentation for Source Volume:
This is an estimate. Over 900 cubic yards of soil and railroad ties
have been removed offsite. The extent of remaining contamination has
not yet been determined.

Reference: 3

Documentation for Source Area:
This is an estimate.

Reference: 3



PREscore 2.0 - PRESCORE.TCL File 05/11/93 PAGE: 5
WASTE QUANTITY
DAYTON WALTHER CORP - 12/14/95

3. SITE HAZARDOUS WASTE QUANTITY SUMMARY

Constituent or Hazardous
Migration Vol. or Area Wastestream Waste Qty.
No. Source ID Pathways Value (2e) Value (2f,2h) Value (2k)

1 spill GW-SW-SE-A 2.00E-02 0.00E+00 2.00E-02



PREscore

DAY

4‘

Ground Water

"SW: overland Flow, DW
“sW: overland Flow, HFC
"sW: Overland Flow, Env
"SW: GW to SW, DW
“SW: GW to SW, HFC
"SW: GW to SW, Env

- ——— - —— —— - ——— — . —— - - — - — -~ - — — -

* Hazardous Waste Quanti
** Waste Characteristics

Note: SW = Surface Wate
GW = Ground Water
DW = Drinking Wat
HFC = Human Food
Env = Environment

2.0 - PRESCORE.TCL File 05/11/93
WASTE QUANTITY
TON WALTHER CORP - 12/14/95

Toxicity/Mobility 1.00E+01

Tox./Persistence 1.00E+04
Tox./Persis./Biocacc. 5.00E+05
Etox. /Persis./Bioacc. 5.00E+06
Tox./Persistence 4.00E+00
Tox./Persis./Bioacc. 1.00E+03
Etox./Persis./Bioacc. 1.00E+02
Toxicity  1.00E+04
Toxicity  1.00E+04
Toxicity/Mobility 1.00E+01

ty Factor Values
Factor Category Values

r
er Threat

Chain Threat
al Threat

PAGE:

6

PATHWAY HAZARDOUS WASTE QUANTITY AND WASTE CHARACTERISTICS SUMMARY TABLE
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DAYTON WALTHER CORP -~ 12/13/95
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CORPORATION

1927 LAKESIDE PARKWAY
SUITEG14

TUCKER. GEDRGIA 30084
404-938-7710

C-586-2-0-202

February 26, 1990

Mr. A.R. Hanke

Site Investigation and Support Branch
Waste Management Division
Environmental Protection Agency
345 Courtland Street, N. €.

Atlanta, Georgta 30365

Subject: HRS2 Rescore Project
40 Region IV Sites

Dear Mr. Hanke:

FIT 4 was tasked to conduct preliminary re-scoring of 40 Region [V sites using the draft final version of
the revised Hazard Ranking System (version dated December 8, 1989). Re-scoring was completed as
of February 9, 1990. Data for all 40 sites, including pathway, threat, and overall site scores based on
three versions of the HRS, have been tabulated and are included as Enciosure 1. For your
convenience, these sites have also been categorized by site score and are listed in Table 1. n addition,
Table 2 lists twelve sites identified as having human food chain concerns and provides the human
food chain threat scores from proposed revised to draft final HRS.

A number of sites merit specific discussion based on the re-scoring results. The first group of these
consists of sites at which LSls are either compieted or underway. LCP Chemical, Meadowbrook
Elementary School, National Southwire Aluminum, and Stauffer Chemical (Tarpon Springs) all have
site scores above 30. Mobil Gil, however, receives a site score of 26.76. Indications are that this score
may drop further due to planned changes in the model. it is therefore recommended that any further
LSI work at Mobil Oil be delayed until the HRS is finalized. The second group contains sites for which
LSIs are planned. Terry Creek Dredge Spoil Area and Chemfax, Inc. have site scores greater than 30.
However, Blackberry Valley Landfill and American Petrofina have site scores of 13.77 and 3.74,
respectively. Therefore, FIT recommends that no further LS| activity be planned for these two sites at
this time.

A third group of sites includes those which appear to be candidates for LSIs. These are: Aerodex Pond
and Test Cells, Ajax Chemical, Asgrow Florida Company, Cascade Park Gasification Plant, Eureka
Springs Landfill, and Potter Company/Wesson. An additional evaluation of each site using the latest
(February 15, 1990) version of the rule should, however, be conducted prior to initiating each study
plan.



ORAFT

Mr. A.R. Hanke
Environmental Protection Agency
February 26, 1990 - page 2

Several factors have emerged that will have significant impact on data collection and sampling
strategy at the S| (and in some cases, the PA) level of investigation. The first of these has been
previously identified and requires continued emphasis as a major influence on efficient site screening
as well as package-level scoring. This factor is source characterization, and includes information on
disposal history, size, and association of specific contaminants for each source at asite. A related issue
is the importance of background samples for each medium addressed.

In addition, consideration of "blended water” has been included as of the December 8 version of the
rule. One example of this would be a water supply system in which water from weils/intakes within a
site’s target distance limit 1s mixed (prior to distribution) with water from unthreatened wells or
intakes (i.e., outside the target distance limit). in such a case, only a portion of the system’s total
population would be considered for scoring as potentially affected by the threatened wells/intakes.
Apportionment would also appiy 1n a case where an entire wellfield lies within the 4-mile radius, but
spans multiple distance intervals. (The specific methodology for apportionment is stifl under
deveiopment). It can therefore be seen that complete and accurate target locations and population
information will be critical to scoring.

Finally, it has been found that site scores can be drastically affected by the presence or absence of
actual contamination of targets. This is defined as contamination meeting observed release criteria
that will then be compared to benchmarks. Targets can include drinking water wells and intakes,
fisheries, and sensitive environments. All targets that may be subject to actual contamination must
be identfied, and should be sampied whenever feasible, in addition to sampling shallow wastes and
contaminated soils onsite.

Also enclosed for your convenience is a deliverable prepared by NUS Headquarters Support Team
{HST) for EPA Headquarters providing a statistical analysis of these re-scoring results. 1t should be
noted that the scope and intent of the HST project differed in some areas from that of the Region. FIT
is available for any related discussion/clarification as desired.

If you have any questions or comments concerning this project, or desire further discussion, please
contact me.

Very tryly yours, Approved:

Katharine A. Siders
LSI/HRS Group Leader

KAS/tb

NUS CORPORATION



TABLE 1

DRAFT

Site Score >30

25 < Site Score <30

10 < Site Score <25

Site Score <10

Aerodex Pond and
Test Cells

Ajax Chemical

Asgrow Florida Co.

Cascade Park Gasif.
Plant

Chemfax, inc.

Crucible, inc.
(RCRA) *

Escambia Treating
(PRP Agreement)

Eureka Springs
Landfill

LCP Chemical

Meadowbrook
Elementary School

Mobil Chemical
(RCRA)

National Southwire
Aluminum

Omnivest Landfill

Potter Co./Wesson

Red Ridge Landfill *

Stauffer Chemical
(Tarpon Springs)

Terry Creek Dredge
Spoil Area

Texaco Terminal *

Mobil Oil *
S &S Flying Services *

American Olean
TilePlant *
Blackberry Valiey
Landfiil *
Columbia Organics
Chem. *
Cotton Grove Road
Landfill *
Middlesboro
Tannery *
Southern Wood
Piedmont *
Superior Products *

American Petrofina
Beaunit Mills
BMF Industries
Bush Bros. Plating
Dayton Walther
Forbush Metal
Finishing
General Tire and
Rubber
Kerr-McGee Chem.
Nobles Sludge Pits
Seaboard Waste Qil
Sulfolk Chemical
Tupelo Buried Drum
W.R. Grace (site
score may increase
due to recent S5i)

*: Indicates site score may decrease
based on planned changes in the

2/15/90 version



Human Food Chain Threat Scores

Table 2

Selected Region IV Sites

(Scores rounded to nearest integer)

Draft
Proposed Final
Site Name Revised (Dec. 1989)

Cascade Park 35 0
Chemfax, inc. 39 0
Columbia Org. 23 0
LCP Chem. 100 0
Mobil Chem. 55 30
Mobil Oil 58 2
Seaboard Waste Qil 32 0
So. Wood Piedmont 42 0
Stauffer Chem. 100 0
Suilfolk Chem. 43 0
Terry Creek 95 0
W.R. Grace 41 0

DRAFT



DRAFT

Comparison of Current, Projected Proposed Revised, and Projected

Draft Final (12/15/89) Revised HRS Scores for Region 4 Sites

Enclosure 1: Page 1 of 2

Ground Water Pathway Surface Water Pathway Solt Exposure Pathway Alr Pathway Site Score
Proposed Draht Propoud Drd'l Propoud Drdt Propoud Draft Proposed Draft
Site Name Current_Revised  Final Final' | Current Revised  Final

NS - Not Scored
Averages and medians exclude sites for which a given pathway was not scored.
2/16/90 8:52

(b) (5)




Comparison of Current, Projected Proposed Revised, and Projected

Enclosure 1: Page 2 of 2

Draft Final (12/15/89) Revised HRS Scores for Region 4 Sites —- Threat Summary

NS - Not Scored

Threat scores normalized where applicable.
Averages and medians exclude sites for which a given pathway was not scored.
2/16/90 8:52

VIM ____Soll Exposure Pathway Threst Summary
_ Envlt PMScon Resideont ““'L PlﬂmySoon
Proposed "Oralt Drdl oposed Dreft
Revieed Flnd Flnd Revieed Cumment Revieed Finel Revieed Flnd Revieed  Final




DEFTsEA

HSSARD RENETMG SYSTEM SUORTMG SUMMaRY
FOR

DAYTON WALTHER CORFORAT TON
EFa SITE NUMBER EYDOS2544265
CARRIL L TON
CARROL COLNTY . EY
EFA REGIOM: 4

SCORE STATUS: IN FREFPARASTION

SCORED RY FHIL HENDERSON
OF NUS CORFORATION
ap 11715789

DATE OF THIS REFORT: 11/1%/088
DATE OF LAST MODIFICATION: 11715788

GROUND WATER ROUTE SCORE & 44 .84
SURFACE WATER ROUTE SCORE: 0,00
ATR ROUTE SCORE : Ch o 130

MIGRATION SCORE : o ES.98



DT

Dy TUN WAL THE R CORFORAT M

HRE GROUNMD WATER ROUTE SCORE

CATESORY AJFACTOR Bl DATA AEn. VALUE

ORSERVED RELEASE MO O

ROUTE CHaRECTERTSETICS

DEFTH T WATER TAELE 47 FEET
DEFTH TO BOTTOM OF WASTE 9 FEE

DERTH TO AQUTFER OF COMCERN BB'EEET 2
FRECTFITATION 41.0 INCHES
EVOFORAT ON 335.0 IMCHES
MET FPRECIFITATION mm”gfg—zNCHEB =
FERMEABILITY 1.0X10-4 CHM/SEC c
FHYSTCAL STATE A

TOTAL ROUTE CHARACTERISTICS SC0ORE:

Y]

11

P |

WASTE CHARATTERISTICS
TOXICITY/PERSISTENCE : LEAD
WASTE DUANTITY CURIC YDS 0
DRUMS 4
GALLONS i
TONS 0}
TOTAL. 1 CuU. ¥DSs i

TOTEL WASTE CHARACTERISTICS SCORE:

182

[y

w
-

TARGETS

i

EROUND WATER USE

DISTANCE TO MEAREST WeELL 1500 FEET
ARD MATRIX VALUE 35
TOTAL FOFULATION SERVED E07L FERSONS
NUMBER OF HOUSES 0
MUMRER OF PERSONS 260
MUMBER OF CONNECTIONS 1266
MUMBER OF IRRIGATED ACRES ]

TOTAL TARGETS SCORE:

Ul
&H

41

GROUMD WATER ROUTE SCORE (Sgw) = 44,84



TTE T DAY TURD WAL THER CORPORAT IO

HED SURFACE WATER ROUTE SCORE

RAW DATA

CaTEGIRY ARACTOR

GCOPED

SEREVED RELEABE FOITE MOT

EERIN N

Ml L

AR

EOUITE OHSRGUTERIBTIOS

Fa-HILF A TNFALL
DISTANCE T3 DOWN-SLOFE WETER
FHYSIOAL STATE

TOTAL ROUTE CHARABCTERISTICS SCORE:

3. CONTATMMENT

e WESTE CHARADTERISTICS
TOLICITY /AFERSISTENCE
WASBTE QUANTITY  CURBRID YDS

DRUMS
Gl LOMS
TONS

TOTAL

TOTAL WAETE CHARACTERISTICS SCORE:

N/ A

D, TARGETS
SURFA&CE WATER USE

DISTANCE TO SENSITIVE ENVIROMNMENT
COASTAL WETLAMDS
FRESH-WATER WETLANDS
CRITICAL HARITAT

DISTANMCE TOQ STATIC WATER
DISTANCE TO WATER SUFFLY INTAKE
AMD MATRIX VALUE

TOTAL FOFULATION SERVED

MUMEBER OF HOUSES

MUMBER OF FERSOMS

MUMBER OF CONNECTIONS

MUMEER OF TRRIGATED ACRES

TOTAL TARGETS SCORE:

MR

BURFACE WATEZR ROUTE SCORE (Ssw?

0,00



TUTE G Do TUR WAL THER CORPORAT TON

HRE AR ROUTE SO0FRFE

Bl DATA

MO il 0

MATRIZ UnllilE

IpCOMEETIRTLTTY

TOXIOTTY

WASTE CQUSHTITY  CURIC YARDS
DRLIMS
GALLONS
TOMS

TaTAaL

TOTal WASTE CHARACTERISTICH SCORE: M/

T

He TARGETS

FORLATION WITHIN 4-MILE RADIUS
H omile
O oto DLVE0 mile

ok 1.0 mile

[ ]

Oohe 4.0 miles

DISTAMCE TO SENSITIVE ENVIROMMERMTS
COASTAL WETLANDS
FRESH-WATER WETLAMNDS
CRITICAL HARITAT

DISTANCE TO LAND USES
COMMERCTIALZ INDUSTRIAL
FARE/FOREST /RESIDENTIAL
AGRICULTURAL LAND
FRIME FARMLAND
HISTORIC SITE WITHIMN VIEW?

TOTAL TARGETS SCORE: MAA

AIR ROUTE SCORE (S&) = 0,00



GROUND WATER ROUTE STORE

FURFATE JATER ROUTE SCORE

ITE CHARACTERISTICS O
ATATMMENT X 0
M CHARACTERISTICS X 0
yREETS ¥ 0

= 0

AR ROUTE SCORE

OBSERVED RELEASE il

SUMMARY OF MIGRATION SCORE CALCULATIONS

ST L B0

Fhd 350

F35,100

GROUND WATER ROUTE SCORE (Sgw)

SURFACE WATER ROUTE SCORE (Suw)
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Sﬁ'gw -+ SE-w + Sguiv“

G o)

e . )
S~ R = L PP

B = ] (gt 5% + Paa-t/1.73
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100 =
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SOURCE: SKETCH PROVIDED BY LAW ENVIRONMENTAL

SAMPLE 0 (FT. BGL)
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PCBs mq/kg NO - -
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|
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4 FT BOL FEET BELOW GROUND LEVEL
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~
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=
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5 + 0 CARROLLTON MACHINE CENTER
T
n . B-. 10
=2 :K
| h—
i
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STV | T 5 5 o e TS ™~ CSIENS 577 (o-2) [B-7 (8-10)[o-7 (1670
ENTS SAMPLE D (FT. BGL) Parts 7 =1 : < ) CONSTITUENTS SAMPLE 10 (FT. BGL) PAHs  mg/kg ND ND ND
CONSTITU 8-4 (0-3) | B-4 (3-5) |B-4 (18-20) BENTOTE Y LUORANTENE o 5 o 8-8 (0-2) | B-8 (8-10) [6-8 (18-20)
PhHs mg/kg NO NO ND BENZO()F LUORANTHENE NO 1.0 ND PAs _mg/kg NO ND NO
METALS, TOTAL mg/kg
BARIUM - 33 -
CHROMIUM - " -
LEAD d 6.4 - —
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120 60 0 1204 240
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Unscannable Material Target Sheet

DoclD: 7 7é Zé Site ID: KYO 0595,@33?5
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EXECUTIVE SUMMARY

Dayton Walther Corporation produces brake drums for tractor trailers in a two-part operation that
uses a foundry and a machining center. The brakes are cast in sand molds at the foundry and then
moved to the machining center where the finished product is produced. The plant has been in

operation since 1972.

In May of 1985, Dayton Waither was referred to the Kentucky Uncontrolled Site Section following an
inspection by the Division of Waste Management. According to the Preliminary Assessment
completed as a result of this inspection, Dayton Walther had at one time used 1,1, 1-trichloroethane
(TCA)as a degreaser in plant operations at the machining center. Floor washings from the plant, and
therefore possibly TCA, ended up in the waste oil sumps. During the inspection, the plant manager
at Dayton Walther stated that one of the sumps had leaked in the past. At this time, Dow Corning,
located adjacent to Dayton Walther, was detecting traces of TCA in their onsite monitoring wells.
Since Dow was regulated under RCRA and did not use TCA in any of their current operations, it was
suspected that Dayton Walther was the source. Dow Corning now attributes the TCA found in their
monitoring wells to an old landfill on their property that was active in the 1960's. Based on this
information, and information collected during the Field Investigation, the groundwater

contamination can no longer be solely attributed to Dayton Walther.

The facility is located in the Ohio River Valley which is a steep-sided, U-shaped trough, formed by
erosion of limestone bedrock by glacial melts'during the Pleistocene age. The trough was then filled
with alluvium. The thickness of these alluvial sediments is approximately 150 feet. These deposits
form a productive alluvial aquifer which is recharged by local rainfall and at times by the Ohio River.
Depth to the water table is about 50 feet and groundwater flow is generally toward the Ohio River.
Underlying the alluvial aquifer is the Silurian limestone aquifer. Due to the availability of
groundwater in the alluvial aquifer and the high mineral content of water within the limestone
aquifer it is not used in the study area. The Silurian limestone aquifer is hydrologically connected to
the alluvial aquifer and does provide some recharge to it. '

Groundwater contamination and, to a lesser extent, surface water contamination, are the primary
pathways of concern. The nearest well is located 1500 feet to the west, on the property of Dow
Corning. This well is used by 260 persons. There are aiso four municipal wells in the town of Ghent
that service 1266 meters. These wells are approximately 2.7 miles northeast of the site. Surface

ES-1



water runoff and discharges from Dayton Walther eventually enter the Ohio River which is used for

commercial and recreational fishing.

Analytical results of samples collected during this investigation show that surficial soils in the
immediate vicinity of the waste oil sumps are contaminated. However, subsurface soil samples
collected at a depth slightly below that of the bottom of the waste oil sumps show less

contamination.

Based on the findings of this study FIT 4 recommends that this site be reevaluated under the revised
HRS as a candidate for a Listing Site inspection.

ES-2
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@ gagton Walther Corporation

Box 1022

WTON WALTHER ?2%'3353“‘5"13?2%%1-3"3

August 4, 1994

VIA OVERNIGHT COURIER

Ms. Deborah Lucas Angel R
Environmental Control Supervisor e
Florence Regional Office

Kentucky Division of Waste Management
7964 Kentucky Drive, Suite 8 R
Florence, KY 41042 :

Re: ERT#A3648 and A2806

Dear Ms. Angel:

This is response to your July 8, 1994, letter and to provide you a status report of the ongoing
remedial activities for the petroleum spills that occurred on March 21, 1994 and April 7, 1994.
This letter supplements the previous letters addressed to William C. Berger dated March 22,
1994 and April 13, 1994. In summary, the Carrollton Machine Center (CMC) has conducted an
initial response including the removal of all accumulated free product, two phases of excavation
of petroleum impacted soils, removal of accumulated rain water/ground water from the
excavations, and conducted an initial sampling of the bottom and side walls of the excavated
area.

The CMC has been used continuously since 1967 for the machining of various automotive and
heavy duty truck parts. As discussed in the letters from Geoffrey Lieberman to William C.
Berger dated March 22, and April 13, 1994, petroleum impacted soils and pockets of oil from
historic operations were encountered during the excavation for these two spills. To date, Dayton
Walther has not been able to separate the petroleum impacts from these two recent spills from
historic operations at the facility due to the similarity of the products involved. To date, Dayton
Walther has been unable to reach background levels of o1l and grease after pumping tens of
thousands of gallons of liquid including free product and accumulated rain water and after the
removal and off-site disposal of 908 total cubic yards of petroleum impacted soils and railroad
ties from these two recent spills and the historic operations.

Since the receipt of the analytical results of the excavation on June 10, Dayton Walther

Corporation has solicited proposals from three environmental consulting firms for alternatives to
the original strategy of excavation/pump and haul with off-site disposal. Those three firms

oty Corpoaton ARITY



Ms. Deborah Lucas Angel
August 4, 1994
Page 2

included The Payne Firm of Cincinnati, Ohio; the Evergreen Group of Crestwood, Kentucky, and
Law Environmental of Louisville, Kentucky. Based on the proposals and interviews of the
consulting firms, Dayton Walther Corporation has selected Law Environmental, Inc. as their
consultant to conduct a site assessment and develop remedial alternatives for the remaining
residually impacted soils. Dayton Walther is currently developing a scope of work for the initial
phase of a site assessment with Law Environmental. The results of the site assessment will be
provided to the state of Kentucky upon completion. )

Attached per your request of July 8, you will find the following information:

Appendix A - Clean up material and excavated soils - attached are special waste

tracking documents acknowledging a receipt by Waste Management of Kentucky, Inc. for
908 cubic yards of petroleum contaminated soil, rail road ties, dirt, and rocks impacted
from the recent spills and historic operations.

Appendix B - Amounts of recovered product - All industrial wastewater from CMC
Center is pumped and hauled daily for off-site disposal at Lubrichem Environmental in
Elizabethtown, Kentucky. The industrial waste water from our facility includes machine
coolants, tramp oils and floor cleaning solutions. All spilled product, potentially
impacted stormwater, as well as accumulated groundwater within the excavations were
pumped and co-mingled with our industrial waste water at the time of the initial response
to the spills. CMC does not have an accurate amount of the actual recovered product.
Attached is a summary of the waste hauling records for the months of March and April
for the industrial wastewater including coolant and waste oil hauled to Lubrichem
Environmental. The increased volumes of water for the period immediately following
March 21 and April 7, can be attributed to the pumping by the vacuum truck in the,
immediate vicinity of the oil spill as well as the conservative approach to pump and
dispose of all accumulated groundwater and potentially impacted stormwater in the
vicinity of the spill areas.

Appendix C - Analytical results of any environmental monitoring - Attached is a site
plan showing the approximate extent of the soil excavation. A site plan for the sampling

locations summary of analytical results, and the original laboratory sheets for the oil and
grease sampling in the vicinity of the soil excavation.
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Ms. Deborah Lucas Angel
August 4, 1994
Page 3

Appendix D - Caopies of proposals - Attached are copies of proposals received from Law
Environmental, Evergreen Group and The Payne Firm for site assessments at the
Carrollton Machine Center.

The initial response activities to date by Dayton Walther has eliminated any imminent substantial
danger to the public health and the environment from the two spills. Through the assistance of
our consultant, CMC will characterize the extent of the release as necessary to determine the
affect of the release on the environment. We shall take actions necessary to correct the affect of
the release on the environment and will continue to update the commonwealth of Kentucky on
the results of the site assessment activities per KRS 224.01-400.

If there are any further questions regarding this report, please do not hesitate to contact me at
313-513-4469 or Geoffrey Lieberman at the Carrollton Machine Center, 502-732-6635.

Respectfully submitted,

David M. Rymph
Manager Environmental
Compliance

DMR/tlk

cc: Geoffrey Lieberman
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DIVISION OF WATER RESOURCES

NATURAL RESOURCES AND ENVIRONMENTAL PROTECTION
MEMORANDUM NO.2 (4-30-71),

DEPARTMENT FOR
ENGINEERING

REVISED (6-1-79)

PAGE 1 OF 3
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SOIL SURVEY OF
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United States Department of Agriculture
Soil Conservation Service
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GUIDE TO MAPPING UNITS
For a full description of a mapping unit, read both the description of the mapping unit and the description of
the soil series to which the mapping unit belongs. In referring to a capability unit, read the introduction
to the section it is in for general information about its management. Other information is given in tables
- as follows:
Acreage and extent, table 1, page 8. Engineering uses of the soils, tables 5, 6, and 7,
Estimated yields, table 2, page 33. pages 42 through 51.
Woodland interpretations, table 3, Limitations of soils for town and country
page 36. planning, table 8, page 52.
Woodland
Capability suitability
unit group
Map .
symbol Mapping umit Page Symbol Number
Alluvial land, steep------cc-c-cemrmccem e c e cmcc e e e 6 ViIe-1 ----
Ashton silt loam, 0 to 4 percent slopes--------ceccccmcccccmcnmcccanan 8 I-5 lo2
Boonesboro-Alluvial land complex-------cecccmcmcmmc e ccm e 9 Vw-1 lol
Brashear silty clay loam, 6 to 12 percent slopes-----=-ececoccccccanax 10 IIle-2 2cl
Brashear silty clay loam, 12 to 20 percent slopes-----e-cceceoccacacan 10 IVe-2 2¢cl
Brassfield silt loam, 12 to 25 percent slopes------~-c-ceouccmmccmccann- 11 Vie-4 4d1
Eden silty clay loam, 12 to 20 percent slopesS---------e-e-ccmeccnnoaoao 12 VIie-3 3c2
Eden flaggy silty clay, 20 to 30 percent slopes, severely eroded------ 12 Yile-2 3c2
Elk silt loam, 0 to 2 percent sSlopes~-=-=-- ~cmmeccomcmccmm e 13 I-5 201
Elk silt loam, 2 to 6 percent slopeS---=----mmemmccmcmccenaiacncncanans 13 ITe-1 201
Elk silt loam, 6 to 12 percent Slopes---------e-cccmmcccccnomnmmncanno 13 IIle-1 20l
Fairmount flaggy silty clay, 12 to 20 percent slopes------w--moccoau-- 14 Vie-4 4d1
Fairmount-Rock outcrop complex, 30 to 60 percent slopes-------~-cc----- 15 VIIs-2 4x1
Heitt silt loam, 6 to 12 percent slopes------e-emcccmcccccmcccccceana- 16 IITe-2 3cl
Huntington silt loam------e-memcmem e 17 I-1 lol
Lakin loamy fine sand, 2 to 12 percent slopes-------=cccccocmcmcaonoo- 17 II1s-1 3s1
Lawrence silt loam-------ececcmmm oo o 18 ITIw-3 2wl
Lowell silt loam, 2 to 6 percent slopeS----~--sc-cccmmcccacccancccaaan. 19 I1e-2 2cl
Lowell silt loam, 6 to 12 percent slopes---=~-=-reecececeeromcncecan-o 19 IIIe-2 2cl
Lowell silty clay loam, 12 to 20 percent slopes, severely eroded------ 19 VIe-10 2cl
Markland silt loam, 2 to 6 percent slopes--------mecmmccomeanmcamennoo 20 ITIe-13 2¢cl
Markland soils, 12 to 35 percent slopes-----=~--c-c-cmccmcmcmcnoacancoo 20 VIile-3 2cl
McGary silt loam--~----cccccccccmoc e e e e mcac e e 21 I(Iw-2 w2
Newark silt loam-----cc-cmcmcmmme e e e e 22 IIw-1 1wl
Nicholson silt loam, 2 to 8 percent slopes-------cocwommmmcmncmaacn oo 23 1Ie-5 201
Nolin silt loa@m-----romcrmo e e e e e e mee e m e 23 1-1 lol
Otwell silt loam, 0 to 2 percent Slopes------c-meemcmcaccmocmccmcennan 24 IIw-3 3wl
Otwell silt loam, 2 to 6 percent Slopes--------eccmmccccmmcetonmacnnas 24 Ile-4 3wl
Otwell silt loam, 6 to 12 percent sSlopes-------mcccmcmccomcccocamacuann 24 IIIe-4 3wl
Robertsville silt loam---=---ceemmom oo e e cm e 25 IVu-1 w2
Wheeling silt loam, 0 to 2 percent slopeS------=--cmmmecmccmmeoommo- 27 I-5 201
Wheeling silt loam, 12 to 20 percent slopes-----ccem-commcacmcacanaaan 27 IVe-1 201
Woolper silty clay loam, 0 to 2 percent slopes------------ccomcomcenoo 28 11s-2 2cl
Woolper silty clay loam, 6 to 12 percent slopes-~-------cmcccmcccacccan 28 IITe-2 2cl
Woolper silty clay loam, 12 to 20 percent slopes---=----~--=ceeacac—no 29 IVe-2 2cl
Zipp silty clay loam---~---—-comm oo e 30 Ivw-1- 1w2
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Figure 10.—Area of Robertsville silt loam where corn has been ruined by wetness,

outcrop is mapped only in a complex with Fairmount
soils. It is so intricately intermingled with Fairmount
soils that it could not be separated at the scale
mapped.

Rock outerop supports very little plant growth, but
clumps of grass, brush, or stunted trees grow in
cracks and crevices.

Wheeling Series

The Wheeling series consists of deep, well-drained,
nearly level and strongly sloping soils on stream ter-
races along the Ohio River. These soils formed in allu-
vium of mixed origin. They are underlain by sand and
gravel at a depth of 3 to 6 feet.

In a representative profile the surface layer is
brown silt loam about 9 inches thick. The subsoil is
mostly brown and extends to a depth of about 60
inches. In sequence from the top, it is about 5 inches
of silt loam; about 16 inches of silt clay loam; about 8
inches of clay loam; about 16 inches of dark yellowish-
brown fine sandy loam; and about 6 inches of brown
gravelly sandy loam. The underlying material is strati-
fied layers of sand, gravel, and silt

The rooting zone is deep. Permeability is moderate.
Runoff is slow or medium, Available moisture capacity
is high, and organic-matter content is low. Reaction
generally is slightly acid to strongly acid throughout

the profile, but the surface layer is less acid if it is
limed. Natural fertility is moderate. The surface layer
is easy to till and can be worked over a wide range of
moisture content without clodding or crusting. These
soils are flooded in some places when streamflow is
unusually high.

Large areas of the towns of Warsaw and Carrollton
are on these soils, and many of these areas are used
for industrial and residential sites. Burley tobacco,
corn, truck crops, and peach or apple orchards are
grown on these soils.

Representative profile of Wheeling silt loam, 0 to 2
percent slopes, 4 miles west of Warsaw, 0.7 mile wes!
of Markland Dam, 100 feet south of U.S. Highway No.
42

Ap—0 to 9 inches, brown (10YR 4/3) silt loam; moderate
fine, granular structure; very friable; many roots
neutral; clear, smooth boundary.

B1t—9 to 14 inches, brown (7.5YR 4/4) silt loam; moder
ate, fine, subangular blocky structure; friable; man!
roots; few thin clay films; mneutral; gradual, smoot!
boundary.

B21t—14 to 30 inches, brown (7.5YR 5/4{, light silty cla
loam; moderate, medium, subangular blocky structure
friable; common roots; common thin clay £lms
slightly acid; gradual, smooth boundary.

B22t—30 to 38 inches, brown (7.5YR 5/4) clay loam; mod
erate, medium, subangular blocky structure; friable
few roots, common moderately thick clay films; m¢
dium acid; clear, smooth boundary.
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B31—38 to 54 inches, dark yellowish-brown (10YR 4/4)
very fine sandy loam; weak, medium, subangular
blocky structure; friable; few thin clay films; strongly
acid; gradual, wavy boundary.

JIB32—b54 to 60 inches, brown (7.5YR 4/2) gravelly sandy
loam; very weak, coarse, subangular blocky structure;
very friable; a few sand grains are coated and bridged
with clay; strongly acid; diffuse boundary.

IIC—G(()l igi:hes +, stratified layers of loose sand, gravel,
and silt.

The solum ranges from 40 to 60 inches in thickness. Bed-
rock is at a depth of more than 10 feet. The Ap horizon is
brown (10YR 4/3) or dark grayish-brown (10YR 4/2) fine
sandy loam to silt loam. The B horizon is 10YR or 7.5YR
in hue, 4 or 5 in value, and 3 to 6 in chroma. The Bl and
B2 horizons range from loam to light silty clay loam. The
B3 horizon ranges from very fine sandy loam to gravelly
sandy loam. The C horizon is stratified layers that range
from very fine sand to gravel.

Wheeling soils are near Ashton, Elk, Otwell, Lakin, and
Markland soils on stream terraces. They have a lighter col-
ored A horizon than Ashton soils and a coarser textured B
horizon than Elk soils. Wheeling soils are better drained
than Otwell soils and lack the fragipan that is present in
those soils. They are finer textured than Lakin soils and
coarser textured than Markland soils.

Wheeling silt loam, 0 10 2 percent slo (WhA).—
This soil is in large smooth areas. It has tﬁ:‘proﬁle de-
scribed as representative for the series.

Included with this soil in mapping were a few nar-
row areas of soils that have slopes of more than 2

percent, many small areas of soils that have a surface
layer of fine sandy loam, and small areas of soils that
have a subsoil of reddish-brown gravelly sandy clay
below a depth of 18 to 24 inches. Also included were
areas of soils that have a yellowish-brown or dark-
brown surface layer.

Erosion is not a hazard on this soil.

This soil can be cropped year after year and pro-
ductivity maintained if it is properly fertilized, prac-
tices are used to help maintain organic-matter con-
tent, and good tillage practices are followed. It is
suited to all pasture and hay plants that are commonly
grown in the area and to corn, tobacco, and small
grain. In addition, it is well suited to truck crops, or-
chards, vineyards, and nursery stock plants (fig. 11).
Capability unit I-5; woodland suitability group 201.

Wheeling silt loam, 12 to 20 percent slopes }WhD).—
This soil is commonly in areas &:.t are away from the
Ohio River. It is in toe-slope positions at the base of
the steep hills that border the river valley and in
fairly long narrow areas that border the more nearly
level areas of Wheeling soils. The areas range from 10
to 40 acres in size. This soil has a profile similar to
the one described as representative for the series, but
the surface layer is generally 4 to 7 inches thick.

Included with this soil in mapping were a few small

Figure 11.—Nursery stock on Wheeling silt loam.
\:\
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areas of soils that have slopes of less than 12 percent,
a few areas of soils that have slopes of more than 20
percent, and small areas of soils that have a fine sandy
loam surface layer. Also included were small areas of
soils on uplands; these soils are underlain by gravel
and sand at a depth of less than 24 inches.

This soil is suited to row crops commonly grown in
the area, such as corn and tobacco. It is better suited
to all of the pasture and hay plants that are commonly
grown in this area and to orchards, vineyards, and
nursery stock plants. If this soil is cultivated, there is
a very severe hazard of erosion. Consequently, crop-
ping systems and other conservation practices are
needed to slow runoff and keep soil losses to a mini-
mum. Capability unit IVe-1; woodland suitability
group 2o1.

Woolper Series

The Woolper series consists of well-drained, nearly
level to strongly sloping soils or foot slopes of alluvial
fans at the base of steep hills, These soils formed in
colluvium or local alluvium that washed mostly from
Fairmount soils.

In a representative profile the surface layer is
dark-brown silty clay about 6 inches thick., The subsoil
is silty clay that extends to a depth of about 54 inches.
It is dark brown in the upper 9 inches, dark yellow-
ish brown in the next 27 inches, and yellowish brown
in the lower 12 inches. The underlying material is
yellowish-brown silty clay that reaches to a depth of
65 inches or more.

The rooting zone is deep. Permeability is moderately
slow, and runoff is medium to rapid. Available mois-
ture capacity and organic-matter content are high. Re-
action generally is slightly acid to mildly alkaline
throughout the profile, Natural fertility is moderately
high. The plow layer is somewhat difficult to till be-
cause of the high content of clay.

Most areas of these soils are used for hay or pas-
ture, but some areas are used for burley tobacco or
corn.

Representative profile of Woolper silty clay loam, 12
to 20 percent slopes, about 2 miles south of Carrollton,
25 yards west of State Highway No. 55, 0.25 mile
south of State Highway No. 389:

Ap—0 to 6 inches, dark-brown (10YR 3/3) silty clay loam;
moderate, fine and medium, granular structure; firm;
common fine roots; very dark gtayish-brown (10YR
3/2) ped coatings; mildly alkaline; smooth
boundary. ]

B21t—6 to 15 inches, dark-brown (10YR 3/3) silty clay;
moderate, medium, angular blocky structure; firm; few
fine roots; nearly continuous, very dark grayish-brown
(10YR 8/2) clay films; few, small, soft, brown sand-
stone and shale fragments; mildly alkaline, clear,
smooth boundary.

B22t—15 to 42 inches, dark yellowish-brown (10YR 4/4)
silty clay; moderate, fine and medium, angular blocky
structure; very firm; few fine roots; many clay films;
mildly alkaline; gradual, smooth boundary.

B23t—42 to 54 inches, yellowish-brown (10YR 5/4) silty
clay; weak, fine and medium, angular blocky struc-
ture; very firm; few clay films; mildly alkaline; clear,
smooth boundary. - .

C—54 to 65 inches +, yellowish-brown (10YR 5/4) silty
clay; many, medium, faint, brown (10YR 4/3) and

clear,

grayish-brown (2.5Y 5/2) mottles; massive; very firm;
few, small, dark-brown conecretions; few pressure
faces; mildly alkaline.

The solum ranges from 40 to 60 inches in thickness. Bed-
rock is at a depth of 4 feet to more than 10 feet. Coarse
fragments range from 0 to 10 percent throughout the pro-
file. The Ap horizon is dark-brown (10YR 3/8) or very
dark grayish-brown (10YR 3/2 or 2.5Y 3/2) silty clay loam
or 8ilt loam. The B21t horizon has the same color range
as the Ap horizon, and its texture is heavy silty clay loam
or silty clay. The B22t and B3t horizons range from brown
(7.5YR 4/4 or 10YR 4/3) to light olive brown (2.5Y 5/6)
silty clay or clay. Some profiles have gray mottles below a
depth of about 2 feet. The matrix and mottles of the C ho-
rizon are in shades of brown, gray, or olive. The C horizon
is silty clay or clay in texture.

Woolper soils are near Brashear, Eden, Fairmount,
Booneshoro, Huntington, Nolin, Newark, and Zipp soils. They
are darker colored than Brashear and Eden soils and
deeper to bedrock than Fairmount or Boonesboro soils.
Woo{ser soils are finer textured than Huntington, Nolin,
and Newark soils and are better drained than Zipp soils.

Woolper silty clay loam, 0 to 2 percent slo
(WoA).—This soil is in long, narrow areas on low-lying
stream terraces and alluvial fans. The areas range
from 10 to 30 acres in size. Areas of this soil are often
flooded during winter, but damage to crops is slight
during the growing season. This soil has a profile sim-
ilar to the one described as representative for the se-
ries, but gray mottles are commonly at a depth of 24
to 36 inches.

Included with this soil in mapping were small areas
of soils that have slopes of more than 2 percent; a
few, small, poorly drained areas of soils; and small
areas of soils that have a surface layer of dark gray-
ish-brown silt loam 4 to 10 inches thick, Also included
were areas of soils that have rock at a depth of less
than 4 feet.

Erosion is not a hazard on this soil. This seil is
somewhat difficult to till, because of the moderately
fine-textured plow layer.

This soil can be cropped year after year and produc-
tivity maintained if the soil is properly fertilized,
practices are used to help maintain organic-matter
content, and good tillage practices are followed. Such
crops as alfalfa and small grain may be damaged by
flooding in winter and early in spring. Some of the
better suited pasture and hay plants are tall fescue,
orchardgrass, smooth bromegrass, timothy, ladino clo-
ver, annual lespedeza, and sericea lespedeza. Capabil-
ity unit IIs-2; woodland suitability group 2cl.

Woolper silty clay loam, 6 to 12 percent slopes
{(WoC}—This soil is In narrow bands below Fairmount
soils at the base of hills. The areas range from 10 to
40 acres in size.

Included with this soil in mapping were a few,
small, seepy areas and small areas of soils that have
slopes of less than 6 percent. ‘

This soil is suited to crops commonly grown in the
area, such as corn, tobacco (fig. 12), and small grain.
Among the better suited pasture and hay plants are
orchardgrass, tall fescue, timothy, alfaifa, red clover,
white clover, sericea lespedeza, and annual lespedeza.
If this soil is cultivated, there is a severe hazard of
erosion. Consequently, cropping systems and other con-
servation practices are needed to slow runoff and keep

LTI SRR | 5

T S



e

44 SOIL SURVEY
TABLE 5.—Estimated soil propertie:
Depth to— Classification Coarse
Depth fraction
Soil series and map from greater
symbols Seasonal surface . than
high water | Bedrock USDA texture Unified AASHO! 3 inches
table
Nicholson NfB—Continued 86-60 | Silty elay._.________ MH or CH AT ool
Nolin:* No._________.____._. >3 >4 0-60 | Siltloam___________ CL or ML A6orA4 |........_.
Otwell:? OtA, OB, OtC._.___ 11142 >b 0-8 | Siltloam___________ ML or CL A-6orA-4 |.___.__._.
8-21 | Silty clay loam______ CL or ML A-6 L. ___.
21-63 | Silty clay loam CL or ML A-6 .
(fragipan).
Robertaville:* Ro_.___.___..__ 10-14 >5 0-18 | Siltloam________.__ ML or CL A4 ..
18-60 | Silty clay loam CL or ML A6 ..
(fragipan).

Wheeling:* ¥WhA, WhD_______ >5 >10 0-14 | Siltloam__._________ ML-CL A4 |
e 14-30 | Silty clay loam______ ML-CL A6 e
83038 | Clayloam.____._._. ML A4 ).
38-54 | Very finesandy loam_| ML or SM A4 ..
54-60 | Gravelly sandy loam_| SM A-2 oo

Woolper: WoA, WoC, WoD.... >8 >4 0-6 | Silty clay loam______ CL A-6 0-15
’ 6-60 | Silty clay or clay_...| CL, MH or CH | A7 0-15
Zipp:* ZpP e 0- >10 0-5 | Silty clay loam______ CL ATorA6 | __.......
P P & 5-60 | Siltyclayoreclay.._ .| MH,CHor CL. | AT = |o.oo___.

1 Estimates based on 100 percent passing the 3-inch sieve.
% Floods during periods of unusually high streamflow.

merical difference between the liquid limit and the
plastic limit. It indicates the range of moisture con-
tent within which the soil material is plastic.

Town and Country Planning

The limitations of the soils should be considered in
planning town and country uses of land. In table 8 the
degree and kind of limitations for each soil in this
survey are listed for 11 different uses. The infor-
mation is not intended to eliminate the need for onsite
investigations for specific uses, but to serve'as a guide
for screening sites and for planning more detailed in-
vestigations. A rating of slight indicates that the limi-
tations, if any, are of minor consequence and are easy
to overcome. A rating of moderate indicates that
corrective measures are needed to overcome the limita-
tion when the soil is used. Cost of corrective measures
is an important consideration. A rating of severe indi-
cates that corrective measures are needed to overcome
the limitations, These measures may be too expensive
to justify. Any limitation, however, can be overcome
by adequate corrective measures. ‘ '

The kinds of limitations, expressed in terms of soil
characteristics or properties, are shown only for the
moderate and severe ratings. Some of the terms may
have special meaning. These are defined in the Glos-
sary at the back of this survey.

The criteria used to rate the soils vary somewhat
among the different uses. The ratings in table 8 are
described in the following paragraphs:

The ratings for septic tank filter fields are based o
soil permeability, depth to seasonal high water table¢
depth to bedrock, surface rockiness and stonines:
slope, and hazard of flooding. Possible pollution haz
ards to a water supply source are not a consideratio
here, but this would be a severe limitation on som
soils such as those of the Lakin series. '

Sewage lagoons are shallow ponds that are used fo
disposal of sewage by oxidation. The ratings for thi
use are based on permeability (basin floor), slopt
depth to bedrock, percent of coarse fragments, surfac
stoniness, class of soil material at the site, hazard ¢
flooding, and organic-matter content in the soil.

Sanitary landfills are areas used for disposal ¢
trash and garbage. It is assumed that the operatio
will be by trench method. No importation of fill ¢
cover material is considered in the ratings. The raf
ings are based on depth to seasonal high water tabl
slope, depth to bedrock, surface stoniness and rock
ness, texture of the surface layer, and hazard of floot
ing.

gI‘he soils are rated for shallow excavations for bas(
ments, pipelines, cemeteries, etc. The ratings are base
on the soil properties that affect the ease and amout
of excavation. Included are depth to seasonal wate
table, slope, depth to bedrock, texture, stoniness, an
percentage of coarse fragments. .

The soils are rated for low building foundation
The ratings are for undisturbed soils that are used !
support foundation footings for houses, or other lo
buildings no higher than three stories. Footings a
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significant to engineering—Continued
r Percentage less than 3 inches passing sieve— Corrosivity to—
Available
Permea- water Reaction Shrink-swell
No. 4 No. 10 No. 40 No. 200 bility capacity potential Uncoated
(4.7 mm) (2.0 mm) | (0.42 mm) | (0.074 mm) steel Concrete
100 100 95-100 90-95 <0.2 | 0.08-0.15 5.6-7.8 ( High.________ High_________ Low.
100 100 90-100 70-90 0.6-2.0 | 0.19-0.23 6.6-7.8 | Low_________ Low._ ______. Low.
100 100 90-100 70-90 0.6-2.0 | 0.19-0.23 5.1-6.5 |'Low_________ Moderate..___ Moderate.
100 100 95-100 75-95 0.6-2.0 | 0.17-0.21 4.56-5.5 | Low_________ Moderate___._ Moderate.
100 100 95-100 85-95 <0.2 | 0.06-0.14 4.5-5.5 | Moderate_____ Moderate_____ High.
100 100 90-100 70-90 0.6-2.0 0.19-0.23 4.56.5 | Low_________ High_________ Moderate
100 100 95-100 85-95 <0.2 | 0.06-0.14 4.5-5.5 | Moderate_____ High____.____ Moderate
s T 100 100 90-100 70-90 0.6-2.0 | 0.19-0.23 6.6-7.3 | Low__._______ Low.________._ Low.
100 100 95-100 75-95 0.6-2.0 | 0.17-0.21 6.1-6.5 | Low_________ Moderate___._ Low.
100 100 90-100 70-80 0.6-2.0 | 0.16-0.17 5.6-6.0 | Low_________ Low_________ Moderate
100 100 70-85 40-55 2.0-6.0 | 0.08-0.10 5§1-568 | Low_________ low_______.. Moderate
80-95 75-90 50-60 20-30 >6.0 | 0.05-0.07 5.1-5.5 | Low________._ Low_______._ Moderate
95-100 95-100 90-100 80-95 0.2-0.6 | 0.17-0.21 6.1-7.8 | Moderate_____ Moderate_____ Low.
95-100 95-100 90-100 85-95 0.2-0.6 | 0.16-0.18 6.1-7.8 | High_._______ High_________ Low
100 100 95-100 85-95 0.6-2.0 | 0.17-0.21 6.6-7.8 | Moderate_.__. High_ _____.__ Low
100 100 95-100 85-95 <0.2 |0.150.18 6.6-7.8 | High_________ High________. Low

W e W3

* Subject to flooding.
4 Perched water table.

assumed to be 1 foot wide and a minimum of 18
inches deep. The ratings are based on the depth to the
seasonal high water table, depth to bedrock, slope, sur-
face rockiness and stoniness, hazard of flooding, and
shrink-swell potential. Slope is more restrictive for
subdivision locations than for other areas.

Camp areas are areas used for tents and trailers.
The ratings for this use are based on depth to bed-
rock, permeability, depth to seasonal high water table,
surface rockiness and stoniness, texture of surface
layer, and hazard of flooding. Slope is more restrictive
for trailer parks than for tent areas.

The ratings for streets and low-cost roads are based
on depth to seasonal high water table, slope, depth to
rock, surface rockiness and stoniness, hazard of flood-
Ing, and shrink-swell potential. Slope is a more re-
strictive factor for parking lots and streets than for
main highways.

Playgrounds are areas used intensively for team
sports such as baseball, football, volleyball, and other
8ports that normally require a nearly level, finished
area and are subject to heavy foot traffic. The ratings
are based on depth to seasonal high water table, soil
Permeability, slope, depth to bedrock, surface rocki-
Dess and stoniness, texture of the surface layer, and
hazarq of flooding.

Picnic areas are subject to less intensive use than
Playgrounds. The ratings are based on depth to sea-
;Ona] high water table, slope, depth to bedrock, sur-
ace stoniness and rockiness, texture of the surface

layer, and hazard of flooding. These factors are less
restrictive for picnic areas than for playgrounds.

The soils are rated for lawns and landscaping with
the assumption that soil material at the site, rather
than trucked-in fill or topsoil, will be used. The ratings
are based on depth to seasonal water table, slope,
depth to bedrock, surface stoniness and rockiness, tex-
ture of the surface layer, and hazard of flooding.

The ratings for paths and trails are for noninten-
sive uses such as cross-country hiking and bridle paths
that allow random movement of people. It is assumed
that the areas will be used as they occur in nature.
The ratings are based on depth to seasonal high water
table, slope, surface rockiness and stoniness, texture of
the surface layer, and hazard of flooding.

Formation and Classification of the Soils

This section has two parts. In the first part, the fac-
tors of soil formation and their relation to the soils in
Carroll, Gallatin, and Owen Counties are described. In
the second part, the system of soil classification is
brieflly described, and the soil series are placed in some
categories of the system.

Factors of Soil Formation

The characteristics of soils depend on climate, on
the physical and chemical composition of parent mate-
rial, on relief, on plant and animal life, and on time.
The relative importance of these factors is not con-



COMMONWEALTH OF KENTUCKY
NATURAL RESOURCES AND ENVIRONMENTAL PROTECTION CABINET
DEPARTMENT FOR ENVIRONMENTAL PROTECTION

DIVISION OF WATER
FRANKFORT, KENTUCKY 40601

PERMIT TO WITHDRAW PUBLIC WATER
Permit Number: 0586 '

Issued to: Dow Corning Corporation
4770 Highway 42E
Carrollton. Kentucky 41008

The Natural Resources and Environmental Protection Cabinet authorizes the above named
party to withdraw Public Water of the Commonwealth of Kentucky. This permit has been
issued under provisions of KRS Chapter 151.125, 151.140 and 151.150 and regulations
promulgated with respect to the withdrawal of public waters. Issuance of this permit
does not relieve the permittee from the responsibility of obtaining any other permits
or licenses required by this Cabinet, or other state, federal or local agencies.
Withdrawals are restricted to the stated quantities, times and locations specified
below. 'This permit represents a limited right of use and does not vest ownership nor
absolute right to withdrawal or use of Public Water, nor does it guarantee that
requested amounts will be available for use at all times. In times of drought or
emergency, the Cabinet may temporarily alter the conditions of the permit. Any
violation of the Water Resources Act of 1966 as amended is subject to penalties as set
forth in KRS 151.990 and other applicable provisions of law.

The location of the authorized water withdrawal is as follows:
from a field of 13 wells located on company property, approximately
3.0 miles east of Carrollton, on the Ohioc River at RMI 441.5
(541 bP),in Carroll County.
Lat. Long.
38°42'38"N 85°06*'10"W

Water withdrawals are limited to the following rates from the specified location:

Jan 12 mgd Apr 14 mgd July 15 mgd Oct 14 mgd
Feb 12 mgd May 14 mgd Aug 15 mgd Nov 13 mgd
Mar 13 mgd June 15 mgd Sept 15 mgd Dec 12 mgd

Conditions to this permit are as follows: Withdrawal rates must be accurately
measured by meter or other device, as approved by the Cabinet.

Withdrawals from these wells shall not interfere with any existing users in the
area. If such withdrawals have an adverse effect on previously permitted or other
lawful users in the area, the company shall reduce withdrawals to rates that no longer
cause adverse effects, or shall provide all affected users with sufficient water to meet

their needs.

Issued: August 18, 1967 Latest Revision: December 7, 1994

A

Manager, Water Resources Branch
Division of Water
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03277200 OHIO RIVER AT MARKLAND DAM, KY

LOCATION.--Lat 38°46'29”, long 84°57°52", Gellatin County, Hydrologic Unit 05090203, at left end of Markland Dam,
0.4 mi upstream from Stephens Creek, 3.4 mi west of Warsaw, and at mile 531.5.

DRAINAGE AREA.--83,170 mi?, approximately.

PERIOD OF RECORD.--May 1970 to current year.

REVISED RECORDS.--WDR KY-88-1: 19887,

GAGE .--Gate opening and water-stage recorders on left bank. Turbine recorders in powerplant on right bank. Datum
of headwater gage 0.5 mi upstream is 443 ft Ohio River datum. Datum of tailwater gage 0.4 mi downstream is
35 ft lower.

REMARKS.--Estimated daily discharges: Oct. 1 to Nov. 11, 15-24, 30, Dec. 1-17, 31, Feb. 1-12, May 6 to Aug. 3, and
Sept. 1-30. Records poor. Daily discharge computed from U.S. Army Corps of Engineers’ Lock books and turbine
flows. Flow regulated by Ohio River system of locks, dams, and reservoirs upstream from station.

COOPERATION.--U.S. Army Corps of Engineers.

EXTREMES OUTSIDE PERIOD OF RECORD.--Flood of Jan. 26, 1937, reached a stage of 76.1 ft (tailwater gage).

DISCHARGE, CUBIC FEET PER SECOND, WATER YEAR OCTOBER 19982 TO SEPTEMBER 1993
DAILY MEAN VALUES

DAY OocT NOV DEC JAR FEB MAR AFR MAY JUN JuL AVG SEP
1 33800 22400 118000 112000 106000 128000 382000 248000 28300 33200 15100 15000
2 26500 24800 102000 140000 96700 111000 378000. 213000 398200 56700 18800 17200
3 42700 42100 87500 164000 76400 126000 371000 185000 18700 107000 12700 21400
4 41700 27100 71500 173000 68400 180000 357000 155000 28300 85500 20500 35900
5 28600 45500 57000 215000 57700 313000 337000 142000 60700 90400 23600 51500
6 28000 56700 51700 213000 49000 372000 298000 121000 66400 89800 15500 34000
7 29400 80000 53800 218000 48700 375000 262000 108000 85600 68000 16400 28200
8 30200 598300 43300 226000 49000 305000 238000 106000 53500 38600 20600 8800
9 30400 70200 54200 222000 40900 318000 224000 84900 44400 34600 17700 23100

10 32300 85600 42800 212000 33700 373000 211000 77600 71400 36300 12400 176800

33300 53900 56000 198000 39600 345000 211000 60300 86400 24400 10100 19300
30000 65000 83000 188000 56900 308000 198000 67000 88300 30300 19500 14300
31900 90000 91600 194000 56800 284000 189000 76400 79600 44400 24500 14100
34700 126000 88900 201000 78200 255000 193000 87600 62000 41200 26500 16900
15 24200 131000 86300 214000 77800 222000 198000 74300 91000 48100 38000 15400

16 20500 141000 69400 224000 78200 187000 201000 698000 54500 39500 27100 14300
17 18000 122000 69100 224000 108000 181000 180000 53800 39500 23600 21100 14900
18 15700 88800 122000 202000 139000 240000 181000 53100 35300 34000 22600 17100
19 44900 85200 191000 174000 144000 287000 186000 55500 17800 18400 22500 13700
20 47100 65100 241000 151000 126000 312000 189000 57800 21000 33400 26200 19800

21 26600 47700 239000 144000 138000 311000 179000 57900 21800 26600 12000 17400
22 23500 75800 221000 160000 230000 288000 162000 56200 22100 40000 13600 19300
23 28000 118000 217000 174000 285000 317000 152000 48600 22000 40900 17900 18800
24 30400 131009 215000 213000 327000 346000 150000 45700 33200 14400 20000 16800
25 30400 150000 207000 232000 314000 388000 156000 34600 22700 12900 17500 15700

28 32200 168000 200000 224000 258000 388000 202000 3; 100 26000 19400 16600 18000
27 27800 170000 185000 226000 185000 386000 224000 26400 17000 14300 13600 24800
28 21100 167000 158000 221000 150000 377000 278000 37100 21200 17700 10500 34800

okt

29 21800 156000 122000 193000 === 385000 295000 . 22200 26400 18900 16200 42600
30 25500 133000 83000 159000 === 384000 289000 25200 32500 19800 14700 46800
31 28800 -—= 84200 136000 -== 385000 - 36700 --- 20000 11500 -—

TOTAL 920100 2769200 3720400 5948000 3419100 9181000 7083000 2520000 1316900 1223400 576400 665600
MEAN 29680 92310 120000 191800 122100 2986200 236100 81290 43900 38460 18590 22190
MAX 47100 170000 241000 232000 327000 388000 332000 248000 91000 107000 38000 51500
MIN 15700 22400 42900 112000 33700 111000 150000 22200 17000 12800 10100 69800

STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1970 - 1803, BY WATER YEAR (WY)

MEAN 52660 89110 151100 146200 175100 208800 183100 130700 87880 61280 45210 42710
MAX 144100 230600 288700 289900 291200 335400 292200 286300 218100 109500 146200 143800

(WY) 1880 1986 1973 1974 1975 1875 1972 1983 1981 1872 1980 1979
MIN 13810 26500 42150 34060 77100 98440 61160 43510 16250 18530 13060 15500
(WY) 1892 1992 1990 1977 1992 1890 1986 1976 1988 1988 1988 1083
SUMMARY STATISTICS FOR 1992 CALENDAR YEAR FOR 1993 WATER YEAR WATER YEARS 1970 - 1993
ARNUAL TOTAL 31015800 38343100

ANNUAL MEAN 84740 107800 114500

HIGHEST ANNUAL MEAN 157300 1979
LOWEST ANNUAL MEAN 60450 1988
HIGHEST DAILY MEAN 292000 Mar 22 388000 Mar 26 542000 Mar 17 1978
LOWEST DAILY MEAN 15700 Oct 18 63800 Sep 8 4320 Sep 23 1984
ANNUAL SEVEN-DAY MINIMUM 24600 Oct 27 14000 Aug 26 7310 Jul 1 1988
INSTANTANEOUS PEAK STAGE 43.96 Mar 27 55.25 Dec 13 1978
10 PERCENT EXCEEDS 167000 257000 257000

50 PERCENT EXCEEDS 68000 62000 79700

90 PERCENT EXCEEDS 28100 17800 21800






